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Tempered Glass Panel (HB802G2)
Tempered Stainless Steel Panel (HB802S2)

8

Anti-spillage Soup Tray

Cooktop :  Tempered Glass Stainless Steel

7

Top Panel Dimension

28mBar 28mBar

9.6kg

2x4.0kW (2x206g/h)

8.0kW (412g/h)

2x4.0kW (2x206g/h)

8.0kW (412g/h)

710 x 400 x 0.5mm



When re-assembling the anti-spillage tray (for model HB802G2 only), always ensure that it is correctly 
located over the spark electrode. Care should be taken to keep the electrode clean and avoid damage to 
the porcelain insulator when removing the tray during cleaning.

710mm





防溢汤盘

硬化玻璃面板
（HB802GS）
不锈钢面板（HB802S2）

面板 :  硬化玻璃 不锈钢

2x4.0kW (2x206g/h)

8.0kW (412g/h)

2x4.0kW (2x206g/h)

8.0kW (412g/h)

710 x 400 x 0.5毫米



在重新组装防溢盘时（限型号HB802G2），请务必确保其穿过火花电极。应小心保持电极清洁，在清
洗过程中取下防溢盘时避免损坏塘瓷绝缘体。

710mm





limpahan 

Panel kaca berkualiti tinggi (HB802G2)
Panel keluli tahan karat (HB802S2)

panel

Panel :  Kaca berkualiti tinggi Keluli tahan karat

2x4.0kW (2x206g/h)
8.0kW (412g/h)

2x4.0kW (2x206g/h)
8.0kW (412g/h)

710 x 400 x 0.5mm



Ketika memasang semula talam tadahan limpahan (untuk model HB802G2 sahaja), sentiasa pastikan 
kedudukan elektrod pencetus percikan api pada posisi yang betul. Berhati-hati ketika menanggalkan talam 
tadahan limpahan agar tidak merosakkan batang elektrod pencetus percikan api tersebut.

710mm

Hos getah




